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component information Shutter Dimension Diagram

Box Housing Shape

SECURASURE A200-H

Slat Details

A200-h

• Double walled roll-formed aluminum
• Gauge 0.49 mm / 0.020”
• CFC free foam core
• Paint thermal stability range: 
   -40º F to 176º F [-40º C to 80º C]
• Available with or without light slits

Aluminum base slat for mAXI slats

Anodized Silver, Cream, White, Grey, Light Beige, Bronze,
Dark Brown, Arcona Beige

Standard Rail

Side rails “maxi” 63 mm x 27 mm (2.50” x 1.06”) 

Anodized Silver, Cream, White, Grey, Light Beige, Bronze,
Dark Brown, Arcona Beige

Optional Rail

Side rails “maxi” 76 mm x 27 mm (3.00” x 1.06”) 

Anodized Silver, Cream, White, Grey, Light Beige, Bronze,
Dark Brown, Arcona Beige

Sidelocks (polyamide inserts for hard foam)

A-203 FOR A200-H Profiles L. & R. (Screws Included) PC

Rail Height  By Housing Size

Box Size 6” (150 mm) 6.5” (165 mm) 7” (180 mm) 8” (205 mm) 9” (230 mm) 10” (250 mm) 12” (300 mm)

Axle 60 mm 70 mm 60 mm 70 mm 60 mm 70 mm 60 mm 70 mm 60 mm 70 mm 60 mm 70 mm 60 mm 70 mm

A200-H 20” N/A 32” N/A 38” 40” 59” 55” 73” 75” 100” 100” 153” 153”

Slat Deduction for shutter manufacturing 

Slat Small Leg 45º & 90º 4”-10” Large Leg 45º 10”, 12”

A200-H  7.5 cm / 2 9.5 cm / 315
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