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SLAT SPEC SHEET

RLL4

TOTal HEIGHT (a) 2.84” 72 mm

Profile Height (B) 2.28” 58 mm

profile width (C) 0.55” 14.0 mm

Wall Gauge 0.060” 1.53 mm

Weight 2.139 lbs/sqft 10.4 kg/sqm

Maximum Area 195 sqft 18.11 sqm

Operator limitations for rll4

 operator Max sqft Max sqm

Pulley (25 lbs) 12 sqft 1.11 sqm

Strap Crank (60 lbs) 28 sqft 2.60 sqm

Gear Crank (71 lbs) 33 sqft 3.07 sqm

Gear Assist (110 lbs) 51 sqft 4.74 sqm

Motor 60mm axle (194 lbs) 91 sqft 8.45 sqm

motor 70mm axle (352 lbs) 165 sqft 15.33 sqm

not limited by the Maximum UsageFEATURES & BENEFITS

sYSTEM cOLORS Special Curtain cOLOR
White Anodized Silver

Beige

Cream

Bronze

Bronze

A
B

C

Extruded aluminum double walled slat

rll4

EXTRUDED SLAT
Extruded slats possess the thickest wall 
gauge of any slat, providing maximum 
strength even under continuous pressure.

HURRICANE APPROVED
This product has been tested in accordance 
with hurricane testing standards of TDI & 
FBC. Engineering available on our web site.

BUILDING CODE STANDARDS
Texas Department of Insurance: SHU-63
Florida Building Code: FL 5231.4

BUILDING SECURITY
Sleep better at night and enjoy worry free 
days knowing that your building is protected 
with Rollac Shutters.
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component information Shutter Dimension Diagram

Box Housing Shape

securamax rll4

Slat Details

RLL4

• Double Walled hollow extruded aluminum
• Gauge 1.53 mm / 0.060”
• Type 6005-T5 class1, anodized or powder coated finish.
• Available with or without light slits.

Aluminum base slat for maxi slats

Anodized Silver, Cream, White, Grey, Light Beige, Bronze,
Dark Brown, Arcona Beige

Standard Rails

side rails “maxi” 63 mm x 27 mm (2.50” x 1.06”) 

High Security side rails “maxi” 76 mm x 28 mm (3.00” x 1.12”)

Anodized Silver, Cream, White, Grey, Light Beige, Bronze,
Dark Brown, Arcona Beige

Sidelocks (Inserts for other profiles) 

9423-Acce-03-pl for rll4 Extruded Profiles PC EA

Optional Rails

side rails “maxi” 76 mm x 27 mm (3.00” x 1.05”) 

Anodized Silver, Cream, White, Grey, Light Beige, Bronze,
Dark Brown, Arcona Beige

Slat Deduction for shutter manufacturing 

Slat Small Leg 45º & 90º 4”-10” Large Leg 45º 10”, 12”

RLL4  7.5 cm / 2 9.5 cm / 315
16

“

3
4

“

Rail Height  By Housing Size

Box Size 6” (150 mm) 6.5” (165 mm) 7” (180 mm) 8” (205 mm) 9” (230 mm) 10” (250 mm) 12” (300 mm)

Axle 70 mm 70 mm 70 mm 70 mm 70 mm 70 mm 70 mm

Rll4 N/A N/A 24” 40” 58” 80” 126”


